














Product: PE 6068HF485 Diesel Engine (268JF)  Specification Name: 68HPP644G  Specification Number: 
S2940

Create Date: 24Apr2007  Build Number: 2  Customer Name: 
 

Code Description
As Of 
Date

24Apr2007

Base PE 6068HF485 Diesel Engine (268JF)

1144 Rocker Arm Cover, No Fill, w/ J.D. Embossed Logo

1201 Oil Filler, RH

1321 Crankshaft Pulley, 188mm (7.47"), Standard Duty Damper

1405 Flywheel Housing, SAE #3, LH, 3 Bolt Type 1 Starter Mount

1503 Flywheel for SAE #3, 11.5" OCC, 129 Tooth 8/10 Pitch Ring Gear

17BL Air Intake, Vertical Air Inlet

19AC Oil Pan, Sheet Metal, Shallow Sump, 45° Int Off-Level, 27.0L

2346 Fan Housing, Cast Iron Bracket, Heavy Duty Bearing, compatible w/ 258mm (10.2") fan height

24EM 258mm (10.2) Fan Height @ 0.93:1 Fan Drive Ratio and 290mm (11.4") Fan Height @ 1.02 Fan Drive Ratio

2699 No Engine Cylinder Block Heater

2873 EM, High Mount Turbo, Front Exhaust, w/Ehaust Elbow Pad

2917 Vent System, 90° Elbow w/o clamp, 1100mm Vent Hose

3006 12V Denso, 6.4 HP, LH, 3-Bolt, Type 1 Mount, Gear Reduction

3138 12V, Small Frame, 65 Amp Bosch, w/Wiring Harness

35DZ 6.0", 2 Micron Final Fuel Filter, RH Side Mount

3614 Front Plate, Auxiliary Drive

4002 Dipstick, RH Side Service

4199 No Auxiliary Front Drive Pulley

4327 Glowplugs, 12V

4435 Timing Gear Cover, Aux-Drive, High Flow Iron Water Pump, Fan Mount

5204 Gear Driven Auxiliary Drive w/Shipping Cover

5399 No Fuel Heater

5402 90 Degree Inlet Elbow, for use w/Front Exhaust, w/sensor jumper harness

5580 Shipping Stand, Metal, without adapter, for shipment of two (2) engines

5603 Industrial Yellow

5701 Water Pump Inlet, Forward Orientation

6099 No Auxiliary Fan Drive Pulley

6271 Alternator Mounting, Bosch, 45-120 Amp, Auto Tensioner, for Aux-Drive

6360 RH, engine mounted primary filter, high RH rear engine mounted final filter - air compressor compatible

6435 Exhanust Elbow, Front or Rear Exhaust Turbochargers

65MY 12V, High Mount, Front Exhaust, Industrial Low Power

6717 Base Engine Sensors

6895 Single Damper, Standard Duty or Heavy Duty, Compatible w/Single or Dual Auxiliary Belt Drive

72HW SOFT & EMIS LABEL,149KW@2200, 12V

7499 No Air Conditioning Compressor or Air Conditioning Compressor

7899 No Air Compressor

8169 R.H. Side, Engine Mounted, High R.H. Side, 6.0", 30 Micron Primary Fuel Filter w/Water Separator and W.I.F Sensor

83CV
ECU Software, John Deere Custom Performance - Low Power, 134kW (180hp) thru 149kW (200 hp) Industrial Applications (500 Hour Oil 
Change Interval)

8426 Engine Mounted ECU, Rear of Head, w/Wiring Harness Between Engine Sensors & ECU and hardware, Factory Installed

8630 203mm (8.0") Diameter, 258mm (10.2") Fan Height

8718 Belt Tensioner, Auto for use w/Aux-Drive

8843 Oil Filter, RH Low Rear

8901 EGR System, Long Cooler, Sheet Metal Oil Pan
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